
 

Two profiling modules 
The Profiler is designed  for either an installation directly 
behind a chipper canter or as a stand-alone machine 
for profiling four-sided cut cants. The Profiler is primarily 
designed for cutting single boards on each side of the 
cant by two profiling modules but can as an option be 
equipped to cut double boards on each side.  
 
Horizontal and vertical guides 
The Profiler is rigid and built as a heavy steel “box”. It 
has two profiling modules carried by horizontal round 
guides. The profiling heads are movable on vertical 
round guides in each profiling module. Both horizontal 
and vertical sliding surfaces are lubricated in oil bath. 
 
Individually settable profiling modules 
The Profiler consists of two modules with two profiling 
heads  each. The four profiling heads are driven by two 
motors, two profiling heads per motor. The heads in 
each module are joined by a splined shaft. The shafts 
are driven by electric motors via “poly chain” drive. The 
heads are horizontally set for sideboard thickness and 
vertically set for sideboard width. This is made by 
means of servo-hydraulic setworks integrated with an 
electronic control system. Both horizontal and vertical 
movements are set individually as well as for left and 
right hand side.  

Service friendly 
The Profiler has a platform for the worker to stand on 
when making service works in the machine. This will be 
automatically raised when the profiling modules are set 
in their service position, outer position. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The profiler heads are equipped with pre-cutting saw 
blades to avoid tear outs on the board edge surfaces. 
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